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Photograph No. 1 
East /front elevation - general view, note raised ground levels. 

 

Photograph No. 2 
East elevation - Slates disrupted around dormer, chimney and verges; rotted timbers at dormer flank; 

aging flashing and poor pointing at chimney. 
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Photograph No. 3 
South elevation – full height cracking through stones and pointing around mid-point of gable /near 

chimney flue; also rotted timbers at vulnerable eaves / soffit box detail at corner. 

 

Photograph No. 4  
South elevation – full height cracking through stones and pointing around mid-point of gable /near 

chimney flue; also possible old fire damage to stones. 
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Photograph No. 5 
South elevation at east gable – Chimney stones cracked, pointing deteriorated, some spalling to 

stonework. Also timber painted verges worn and weathered. 

 

Photograph No. 6 
South elevation at west gable – excessive pointing repairs to stones particularly at low level; brown 

staining from high level overflow pipe. 
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Photograph No. 7 
West elevation at rear gate – lower stone holed and cracked. 

 

Photograph No. 8 
North elevation – Extensive repointing repairs below verges and around pipe and vent penetrations, 

which can damage stonework further if badly executed. Embedded metal fixings and holes around door 
infill. Also, timber verge / eaves corner detail vulnerable to holding water on top surfaces and rot.  
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Photograph No. 9 
North elevation – cracking around window infill on flank wall; stonework shows damp and algae around 

downpipe; hole above door. 

 

Photograph No. 10 
North elevation – eroding and holed stones at ground level. 
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Photograph No. 11 
North elevation – cracking around pointing to window infill on flank wall; old metal fixings. 

 

Photograph No. 12 
North elevation – cracked window cill. 
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Photograph No. 13 
North elevation – deteriorated window opening pointing. 

 

Photograph No. 14 
North elevation – blocked gully and downpipe. 
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Photograph No. 15 
South extension roof – algae and leaf build up on surfaces; linear and circular indented patterned where 

insulation boards below covering are compressed. 

 

Photograph No. 16 
South extension roof – downpipe outlet without any grating protection to deter leave etc. blockage. 
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Photograph No. 17 
South elevation pitch – Prior slate and valley gutter repairs and roof vents installed. Some damaged and 
slipped slates; suspect flashings at chimney and pipe penetrations (corresponding with damp staining in 

corridor); chimney pointing etc. poor. 

 

Photograph No. 18 
South elevation pitch at extension - junction badly finished; gap below slates at head of render cladding; 

underfelt deteriorated; some damaged and slipped slates; corroded and dipped gutter. 
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Photograph No. 19 
South elevation pitch at extension – corrosion staining from gutter; mossed slates; sealant repair at base 

of valley gutter /wall; this is directly below water staining at fire door between halls. 

 

Photograph No. 20 
West pitch –mossed and some slipped /damaged slates. Also note junction between flat roof and eave sis 

very tight and flashings and underfelt may not be well dressed. 
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Photograph No. 21 
South extension – crack in render due to lack of movement joints. 

 

Photograph No. 22 
Day Centre north elevation – damaged and slipped slates; dipped and corroded gutter on extension and 

staining to roughcast below failed downpipe connection.  
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Photograph No. 23 
Day Centre north elevation – deteriorated pointing to flashing abutment between roofs. 

 

Photograph No. 24 
Day Centre north elevation – damaged and slipped slates; dipped and corroded gutter on extension and 

poorly dressed /damaged underfelt. 
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Photograph No. 25 
Day Centre north elevation – damaged and slipped slates; dipped and corroded gutter on extension and 

poorly dressed /damaged underfelt. 

 

Photograph No. 26 
Day Centre north elevation – leaking and corroded gutter / downpipe junction. 
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Photograph No. 27 
Day Centre south elevation – general view 

 

Photograph No. 28 
Day Centre south elevation – cracked roughcast at lintol (also evident on north elevation). 
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Photograph No. 29  

Day Centre south elevation – patch repairs to movement /deterioration in new timber cladding. Note  - 
This section is different construction to rest of cladding. 

 

Photograph No. 30 
Day Centre east elevation – chimney stack and vented pots have been removed above, and flue vents 

have been blocked. Damp readings recorded to inside face of wall. 
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Photograph No. 31 
Day Centre south elevation at porch extension - junction badly finished and weakspot; some damaged 

and slipped slates. 

 

Photograph No. 32  
Day Centre at porch extension -some damaged and slipped slates, and deteriorated underfelt. 
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Photograph No. 33 
Spalling brickwork and poor detailing at brick retaining wall. 

 

Photograph No. 34 
Main building central hall – general view. 
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Photograph No. 35 
Main building hall – cracking around lintol over movable partition. 

 

Photograph No. 36 
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Photograph No. 37 
Main building west hall – corrosion staining at radiator valves. 

 

Photograph No. 38 
Main building west hall – door to extension, note damp staining around head of door. 
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Photograph No. 39 
Main building west store – cracking to plaster repairs. 

 

Photograph No. 40 
Main building extension – general view. 
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Photograph No. 41 
Main building extension – damp staining to ceiling around movable partition. 

 

Photograph No. 42 
Main building corridor near keybox – damp staining and cracking to ceiling, also in cupboard at downpipe. 
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Photograph No. 43 
Main building hall – fire door which has bene altered and may not have adequate fire resistance. Also fire 

seals poor, and ironmongery is thumbturn operated rather than emergency panic pad release. 

 

Photograph No. 44 
Main building surgery room - damp staining at old flue. 
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Photograph No. 45 
Main building upper floor room – replacement electrical convector heater. 

 

Photograph No. 46 
Main building north entrance – damp readings to low and high level solid walls. Also note fire exit door 

opens inwards and corridor widths very tight, plus locking ironmongery not panic bar release. 
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Photograph No. 47 
Main building east entrance – damp readings to low and high level solid walls. 

 

Photograph No. 48 
Main building roof void over two storey section looking at south gable – spalling stonework; disrupted at 

inadequate insulation; loose cabling; prior damp staining on timbers. 
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Photograph No. 49 
Main building roof void - slate nail repairs around vent; wasp’s nest; prior damp staining on timbers. 

 

Photograph No. 50 
Main building roof void over two storey section looking at north gable –; disrupted at inadequate 

insulation; loose cabling; prior damp staining on timbers. 
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Photograph No. 51 
Day Centre hall – general view 

 

Photograph No. 52 
Day Centre roof void over store – no insulation; wasp’s nest  

 


